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Swivel Barstool
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Seat

Iron Plate

Chair Leg Base



Assembly Preparation
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Hardware

Bolts(M8*35mm)

Flat Washers

Spring Washers

Nuts

5

9

5

5

2Spanners

Assembly Steps

曰

Seat (A)

Iron Plate(B)

Chair Leg Base (C)



Attach the Iron Plate to the Seat. 
Align the holes on the bottom of the seat with the holes on the ｜『on Plate. 
lnse『t Flat washers(     ) to the Bolts(    ), then inse『t the bolts from the holes on the seat to 
the holes on the Iron Plate. 
Put Flat washers(    ) + Spring washers(    ) + Nuts(    ) to the Blots.pa此ially tighten all bolts 
into position. 
Once all Bolts and Nuts are in postion, use one Spanne『（    ) to hold the Bolt, and the other 
Spanner to turn lock the Nut. 
Do this in a sequential manner. 
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Barstool

Attach the Seat with attached l『on Plate to the Chair Leg Base as pictu『ed above. 
The Stem from the Iron Plate is to be aligned and fully inse同ed into the end of the Chair Leg 
Base Stem. 
Once into its housing, exert for四 and weight on the chair seat so as to force the Chair Seat 
into a locking position into the Chair Leg Base stem. 

Make sure that the Chair Seat and the Chair Leg Base is fully and firmly attached together 
as one complete piece. 
The Barstool is ready for use. 

This Chair can only be used on a flat,level surface.
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